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1.0 GENERAL 

1.1 Description of work 
The work consists of general works, soil preparation, grass seeding, shrub, 
shall satisfy the landscape architect that all works have been carried out to 
B.S. 4428 General Landscape Operations, B.S. 3936 Nursery Stock and to 
B.S. 3882, Topsoil and the items stated below. 
 
It is essential that the site tidy at all times and that the planting appears 
healthy. The landscape contractor should be prepared at all times to ensure 
that such conditions are met and should include for this in his rates. An 
agreed schedule of phased completion and expected handover dates will be 
finalised after the contract is awarded. 
 
The construction of hardworks shall be undertaken with the main construction 
program. Care is to be taken to avoid unnecessary machinery traffic on 
completed areas. 
 
Top soiling shall be carried out in areas where the underground service work 
and hardworks elements are completed to avoid disturbance to top soiled 
areas. Any unnecessary works and disturbance to be reinstated by the 
contractor at no expenses rot the client. 
 
Planting bare root and rootballed stock to take place in the following planting 
season from completion of topsoil works; namely between November and 
March. Container grown stock and grass seeding shall be carried out in the 
appropriate weather conditions following completion of topsoil works.  
 
1.2 Standards of Workmanship and Materials 
The landscape contractor should include for this in his rates. 
 
No existing plants shall be removed or damaged over than those specified by 
the landscaped architect. 
 
1.3 Notice of Intentions and Recording Actions 
The landscape contractor shall give 48 hours notice of his intentions to 
commence setting out, planting and maintenance visits. 
 
The landscape contractor shall return a weekly record of all site actions. 
 
1.4 Leaving the Site Tidy 
The site shall be left in a neat and orderly condition at the end of each days 
work. 
 
1.5 Season 
Landscape work shall take place in the appropriate season and only when 
conditions are suitable i.e. it is dull, moist and mild, without undue risk of frost 
or drying winds. 
 
There shall be no cultivation or planting when the soil id frozen or 
waterlogged. 
 
If exceptional weather conditions occur after planting eg heavy frost, 
measures shall be undertaken as approved by landscape architect. 
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1.6 Replacement 
The landscape contractor shall make good at his own expense any losses of 
trees and plants which die or appear unhealthy at any time up to practical 
completion and in the 18 months after planting. 
 
Plant failures will not be charged to the landscape contractor if the failure is 
due to, damage by hares, rabbits, livestock where not protected by guards or 
fencing, damage or loss due to theft, vandalism or disturbance by other 
contractors.  
 
1.7Setting out the works: 
Setting out shall be in accordance with the landscape architect, and the 
supplied drawings.  
 

 1.8 Finished grading 
All area planted be the landscape contractor shall be left in a reasonably even 
state, with all soil dumps broken up, stones >50mm shall be removed off site. 
 
1.9 Site access 
The landscape contractor is to consult with the developer as to the most 
suitable access point  to undertake the works. The contractor to ensure that 
as little inconvenience as possible is caused to the users of the public road. In 
this regard arrangements will be agreed with the client as to the times for 
moving of materials onto or about the site. 

 
1.10 Existing services 
The contractor is to make himself aware of the extent of the existing services 
in so far as they affect his contract area. The contractor to make good at his 
own expense any damage to services damaged, due to any cause within his 
control and he shall pay any costs and charges in connection with same. 

 
The landscape contractor is to indemnify the client and the landscape 
architect against any charge of negligence and cost of repairs caused by the 
landscape contractor during the course of this contract. 

 
1.11 Plant materials 
The landscape contractor is to ensure that plants brought onto the site are 
grown in Ireland, written proof will be required.  
  
1.12 Nursery stock: 
All plant material shall be good quality nursery stock, free from fungal, 
bacterial or viral Infection, aphids, red spider or other insect’s pests and any 
physical damage. It shall comply with the requirements of B.S. 3936: parts 1-
10: 1965 Specification for nursery stock, where Applicable. 
 
All plants shall have been nursery grown in accordance with good practice. 
They shall have the Habit of growth that is normal for the species. The 
contractor will be deemed to have advised his/her suppliers of the relevant 
sections of this in all cases be liable to replace materials brought on site that 
are not in accordance with this specification 
 
1.13 Species 
All plants supplied shall be exactly true to name as shown in plant schedules. 
Unless stipulated, varieties with variegated and/or colored leaves not to be 
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accepted, and any plant found to be of this type upon leafing out shall be 
replaced by the contractor at his/her own expense. 
 
Bundles of plants shall be marked in conformity with B.S. 3936: Part 1 1965 
and B.S. 3936: Part 4: 1966. The landscape contractor shall replace any 
plants, which, on leafing out, are found not to conform to the labels. 
Definitions of all terms used in accordance with the following British 
Standards: - B.S. No. 3936: Part 1: 1965 entitled "Nursery Stock- Trees and 
Shrubs" B.S. No. 3936: Part 4: 1966 entitled "Nursery Stock- Forest Trees" 
B.S. No. 3936: 1967 entitled "Specification for Nursery Stock" 

 
2.0 TREES 

All trees to be to B.S. 3936, Part 1, including orientation, pruning and root 
systems. 
 

 2.1 Tree specification 
Trees shall have a sturdy, reasonably straight stem, and a well-defined 
straight and upright central leader, with branches growing out of the stem with 
reasonable symmetry. The crown and root systems shall be well formed. 
Roots shall be in reasonable balance with the crown and shall be conductive 
to successful transplantation. 
 
2.2 Setting out 
Supply and plant trees in location shown on layout drawing. All plants to be 
set out for approval. 

 
 Minimum tree sizes are indicated on the accompanying layout drawing. 
 

2.3 Planting 
Standard and advanced standard trees planted with tie and two number 70 
dia. treated stakes set in pit. Each tree to have 70 grams of slow releasing 
fertilizer mixed with 20 litres of moss peat and good quality topsoil. Bottom of 
pit to be broken up and turned over to a depth of 350 to assist drainage. 

 
Tree stakes to be pressure treated timber to manufactures instructions.  

 
2.4 Stakes: 
Round stakes shall be of peeled larch, pine or Douglas fir, preserved with a 
water-borne Copper chrome arsenic composition in accordance with I.S. 131. 
Drive stake with a wooden maul or cast-iron headed drive.  
 
Tree ties shall be rubber, PVC or proprietary fabric laminate composition and 
shall be Strong and durable enough to hold the tree securely in all weather 
conditions for a period of three years. They shall be flexible enough to allow 
proper tightening of the tie. Ties shall be min. 38mm wide for standard trees 
and upward sizes. They shall be fitted with a simple collar spacer to prevent 
chafing, and with a buckle for adjustment. Nail each tie to the stake with one 
galvanised nail immediately behind the buckle, leaving the tie free for 
adjustment 
 
2.5 Tree and shrub planting 

  2.5.1 Standards 
Excavate tree pits to minimum dimensions of 350 mm wider than root ball, 
minimum tree planting tip to be 800 x 800 x 800deep. The base of the pit shall 
be broken up to a depth of 450 below root ball and glazed sides roughened. 
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Incorporate slow releasing fertilizer and moist moss peat to each tree pit prior 
to planting. Backfill planting hole with excavated topsoil, and remove all 
stones and debris, firming plants into position. Supply and drive the stake 
800mm into the ground. 
Where indicated trees set into precast containers to have prepared backfill 
with topsoil mixed with patent potting compost and approved loam. 
 
2.5.2 Containerised shrubs and herbaceous 
Excavate planting hole to a minimum depth of 350 wider than root ball. The 
base to be broken to a depth of 350 mm and glazed sides roughened. Apply 
slow releasing fertilizer and moist moss peat as directed. 
Where indicated shrubs set into precast containers to have prepared backfill 
with topsoil mixed with patent potting compost and approved loam. 
 
2.5.3 Container grown shrubs / conifers / bare root shrubs 
Excavate planting pit to a minimum depth of 350mm wider than root ball. The 
base to be broken to a depth of 350 mm and glazed sides roughened. Apply 
prepared mix of bone meal, moss peat and topsoil to planting pit. 

 
2.5.4 Protection 
Plants shall be protected from drying out and from damage in transport. All 
stock awaiting transport shall be protected from the wind and frost and from 
drying out. 

 
2.5.5 Damage / Inspection 
On completion of lifting of plants in the nursery, any broken shoots or severed 
roots shall be pruned, areas of damaged bark neatly pared back to sound 
tissue. 

 
2.5.6 Raking off 
Upon completion of planting, all pits shall be raked over lightly to even surface 
and neat appearance. All stones greater than 50mm dia. to be removed off 
site. 

 
3.0 WATERING     

All bare rooted light standards and selected standards shall be soaked in 
water overnight, on site. Fertilisers shall conform to B.S. 5581: 1981. In the 
case of granular fertiliser being added to plantings, it must be mixed though 
and incorporated into the base of the planting hole and covered over in order 
to avoid roots of plants coming in direct contact. 

 
4.0 MULCH TO PLANTED AREAS 

Supply and spread a 25 mm thick layer of approved and treated mulch. Mulch 
to be spent hops/brewers waste, set aside for 2 days before using or 
approved and treated bark. 

 
5.0 GRASSING AND EARTHMOVING 

Landscape contractor to allow for removing topsoil to depth of 150 and storing 
in selected area for re-uses. 
 
Contractor to allow for deep rippling of the sub-base with 300mm deep at 
1000mm centre rips. Approved mound of spoil to be spread to achieve levels 
as indicated on the attached layout drawing, allowing for topsoil finish. Sub-
soil to be placed in layers not exceeding 150 thick.  
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On completion of soil spread contractor to allow for ripping of soil with deep 
plough at 400 deep and 900 centres. On completion of sub-soil moving the 
formation level shall be graded with box scraper to even, running contours. 
 
Topsoil to be spread evenly on formation levels to achieve minimum depth of 
150mm. Topsoil to be cultivated to crumb size to a condition suitable for blade 
grading. When the topsoil is reasonably dry and workable grade to smooth 
flowing contours, with falls for adequate drainage, removing all minor ridges 
and hollows. Large stones and unwanted material 50mm and over to be 
picked off and removed from site. Final contouring to be achieved with blade 
grader to true, flowing contours as indicated on the attached layout drawing. 
   
The use of heavy rubber tyred vehicles shall be governed by weather 
conditions. All top soil to be cultivated to a depth of 150mm prior to cultivation. 
Unless otherwise stated, finished levels of topsoil, after settlement, to be 
32mm minimum above adjoining pavements and kerbs. 

 
Landscape contractor to allow for final raking to prevent the development of 
humps and hollows in grassed areas, preparation to include for raking to 
encourage surface water run off, removing stones and all foreign material. 

 
 5.1 Grass seed  
 Grass seed mixture to be; 
 
   25% Perennial Ryegrass, Aberelf, Darius 

25% Perennial Ryegrass, Bareine, Lorina 
25% Chewings Fescue, Bargreen, Baroxi, Darwin, Raisa 

 25% Slender Creeping Red Fescue, Barcrown. 
 

or other approved. 

Where indicated the seed mixture to include a selection of native wildflower 
seeds mixed through and spread by contractor. On completion of seeding and 
in season following sward establishment a selection of bulbs to be hand 
scattered and planted into sward.  

 
6.0 BULB PLANTING 

Landscape contractor to supply and plant in designated areas indicated on 
the planting drawing at rate of 100 bulbs per m2. Bulbs planted in scatter 
pattern in mixed groups. 
 
Anemone nemrosa 
Crocus tommasinians 
Narcissus February Silver 
Narcissus February gold 
Narcissus Mt Hood 

 
 

6.1 Bulb Planting  

 If planting whilst laying turf, for a naturalised effect, bulbs should be scattered 

from waist height onto prepared soil (a light tilth) and then covered over with 

the turf. The turf provides adequate cover so no additional soil or dibbing is 

required. Bulb sizes are deliberately small but care should be taken not to put 
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too much heavy weight on to the turf, so as not to damage the bulbs 

underneath. 

Planting into established wildflower areas, use a hand held bulb planter to a 

depth of 6-8 cms and plant where they have fallen after scattering them from 

waist height. A motorised turf cutter can also be used for a larger area, forking 

over the bared soil to create a light tilth, scattering the bulbs and taking care 

to lay down the cut turf back into place once the bulbs have been scattered. 

 
6.0 MAINTENANCE; 

Landscape contractor to allow for maintaining the works for a period of 18 
months after practical completion,  

  
 This work to include;- 
 
  Grass cutting to maintain sward between 35 to 50 mm. Cutting of areas with 

wild seed and bulbs to be agreed, maximum times per year.  
 

Fertilizing of grassed areas to commence in late spring/early 
summer following development of sward. Application and type 
of fertilizer to be agreed on site with landscape contractor, prior 
to application. 

  
Replacing all plants, which die or fail to thrive, under 
circumstances within the contractor control, within the 18 
months. 

 
Weeding all areas, allow for supplying and spreading Simizone 
weed suppressing to all planted areas, to manufactures 
instructions. 

 
Watering all planted areas, including shrubs and trees, allow 
for stand pipe connection and hoses as required.  

 
   Resetting and retying all ties to trees. 
 

6.1 Long Term Maintenance; 
Long-term maintenance to be undertaken by approved landscape contractor.  

 
7.0 PROGRAMME OF LANDSCAPING WORKS; 

Landscaping works to be undertaken in first planting season following 
completion of site and the development works. 
 
Phased completion of landscaping works to be undertaken to match 
completion of each phase of the development. 
 
Topsoil spreading and preparation of soft landscaped areas of gardens and 
open space area including subsoil cultivation shall be agreed and carried out 
in suitable weather conditions. Avoiding water logged and frost weather 
periods. 
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Planting of trees and shrubs to be undertaken in dormant period of growth, 
generally between October and March subject to approval, grassing and 
surface cultivation between April and  September.  
 
 
 
 
 
 


